- 40 Range Rotary Screen
Technical Specifications
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40 Range - Technical Specifications, mm (in) '
Outlet Overflow Cleanin:
Model Drum Drum B C 9 : |
Diametre Length D1 H1 D2 H2 g B
TR 40/25 400 250 0.25 600 1025 1,087 | DN 100 209 DN 100 801 DN 100 507 1y 678
(15 3/4) (9 718) (0.33) (23 5/8) | (40 3/8) | (42 3/4) | ANSL 4" | (818) | ANSI 4" | (3112) | ANSI 4" (20) (26 3/4)
TR 40/50 400 500 0.25 850 1,025 1,087 | DN 150 234 DN 100 801 DN 100 507 1 678
(15 314) (19 5/8) (0.33) (33 12) | (40 38) | (423/4) | ANSI 6" | (9ys) | ANSI 4" | (3112) | ANSI 4" (20) (26 3/4)
400 750 0.25 1,100 1,025 1,087 | DN 200 ) DN 100 801 DN 150 532 i 678
RVEEN (5. | 0 | 033) | @3ue) | @03m) | @230 | Anster | TN | anst 4 | 3112) | AnsTE | (21) 20 (26 3
40 Range - Clean Water Peak Flows, m?/h (US gpm) .
Mesh Size Grating Mesh ¥ ¥, mm (in) Perforated Mesh @, mm (in)
Model 0.15 0.25 0.50 0.75 1.00 2.00 1.00 2.00 3.00 |
; (0.01) (0.02) (0.03) (0.04) (0.08) (0.04) (0.08) (0.12) !

TR 40/25

TR 40/50

TR 40/75

NOTES:

o Flows specified for clean water. A reduction should be applied according to the type and amount of solids removed. Consult our technical department.

» The dimensions and technical specifications may vary slightly due to normal product development by the engineering department of Toro Equipment SL i
e Special mesh size of 1.5 mm, 2.5 mm and 3 mm are available on request. Ask for prices and delivery times. |
» Request specifications sheet when ordering.

e You can find more specific figures in our website, www.toroequipment.com
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63 Range Rotary Screen
Technical Specifications

‘defender:

: J :

o

TR 63/60

63 Range - Technical Specifications, mm (in)

Drum Drum Outlet Overflow Cleani-ng
Model :

Diametre = Length 4 D1 H1

D2 H2 D4

H4

TR 63/60 600 1,140 | 1,375 DN 250 322 1,135 DN 200 910 1 3
(24 313 (23 518) (0.75) (44 7/8) | (54 1/8) | (53) | ANSI 10" | (12 58) | ANSI 4" | (44 58) | ANSI8" | (35 7/8) (35 112) (22 78)
TR 63/90 630 900 0.55 1,440 | 1,375 | 1,345 | DN 250 322 DN 100 | 1,135 DN 200 910 1 903 3 580
(24 3/4) (35 318) (0.75) (56 3/4) | (54 1/8) (53) | ANSI 10" | (12 5/8) | ANSI 4" | (44 5/8) | ANSI 8" | (35 7/8) (3512) (22 718)
TR 63/120 630 1.200 0.75 1,740 | 1,375 | 1,345 | DN 300 347 DN 100 | 1,135 DN 250 910 i 903 3 580
(24 3/4) (47 2/8) (1.00) (68 1/2) | (54 1/8) | (53) | ANSI 12" | (13 58) | ANSI 4" | (44 5/8) | ANSI 10" | (35 7/8) (35 112) (22 78)
TR 63/150 630 1.500 0.75 2,040 | 1,375 1,345 | DN 350 372 DN 100 | 1,135 DN 300 910 1" 903 30 580
(24 3/4) (59) (1.00) (803/8) | (54 1/8) | (53) | ANSI 14" | (14 58) | ANSI 4" | (44 5/8) | ANSI 12" | (35 7/8) (35 112) (22 78)

63 Range - Clean Water Peak Flows, m3/h (US gpm)
Mesh Size Grating Mesh ¥ ¥, mm (in)

Perforated Mesh @, mm (in)

Model 0.15 0.25 0.50 0.75 1.00 2.00 1.00 2.00 3.00
(0.006)  (0.01) (0.02) (0.03) (0.04) (0.08) (0.04) (0.08) (0.12)

TR 63/60

TR 63/90

TR 63/120

TR 63/150

NOTES:

 Flows specified for clean water. A reduction should be applied according to the type and amount of solids removed. Consult our technical department.
« The dimensions and technical specifications may vary slightly due to normal product development by the engineering department of Toro Equipment SL
o Special mesh size of 1.5 mm, 2.5 mm and 3 mm are available on request. Ask for prices and delivery times.

» Request specifications sheet when ordering.

 You can find more specific figures in our website, www.toroequipment.com
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M/L Range TR HPS
Technical Specifications

r

TR HPS - Technical Specifications, mm (in)

Drum Drum Power - Outlet Overflow Cleaning
Diametre Length ~ Kw/HP D1 H1 D2 H2 D4 H4
M-500 630 500 0.55 1,140 1,540 | 1,395 DN 350 259 DN 150 474 DN 250 838 1 1,015 3 129
i (24 3/4) (19 518) (0.75) (44 7/8) | (60 5/8) | (54 7/8) | ANSI 14" (10 1/14) | ANSI 6" | (18 58) | ANSI 10" (32) (40) (5 18)
M-1000 630 1,000 0.55 1,640 1,540 | 1,395 DN 400 285 DN 150 474 DN 300 862 1 1,015 3 129
(24 3/4) (39 318) (0.75) (64 5/8) | (60 5/8) | (54 7/8) | ANSI 16" (11 14) | ANSI6" | (18 58) | ANSI 12" (33 78) (40) (5 v8)
M-1500 630 1,500 0.75 2,140 1,540 | 1,395 | 2x DN 400 285 DN 150 474 2x DN 300 862 1 1,015 3 129
(24 3/4) (59) (1.00) (84 1/4) | (605/8) | (54 7/8) | 2 ANSI 16" | (11 1/4) | ANSI 6" | (18 58) | 2x ANSI 12" | (33 7/8) (40) (5 y8)
1-1500 914 1,500 0.75 2,150 2,420 | 1,996 | 2x DN 400 305 DN 200 680 2x DN 400 1,179 1" 1,452 3 154
(36) (59) (1.00) (84 5/8) | (95 1/4) | (78 5/8) | 2x ANSI 16" (12) ANSI 8" | (26 3/4) | 2x ANSI 16" | (46 3/8) (57 18) (6 1/4)
1-2000 914 2,000 0.75 2,650 2,420 | 1,996 | 2x DN 500 355 DN 300 680 2x DN 500 1,229 1 1,452 3 154
(36) (78 3/4) (1.00) (104 3/8) | (95 1/4) | (78 518) 2X ANSI 20" (14) ANST 12" | (26 3/4) | 2x ANSI 20" | (48 1/4) (57 18) (6 1/4)

TR HPS - Clean Water Peak Flows, m?/h (US gpm)
Mesh Size Grating Mesh ¥ ¥, mm (in) ' Perforated Mesh @, mm (in)

0.25 0.50 0.75 1.00 2.00 1.00 2.00 3.00

L (001) (002) (003) (004 (008 | (004 (008 (0:12)

Mo 208 365 486 584 834 332 332
(584) (918) (1,606) (2,141) (2,569) (3,670) (749) (1,462) (1,462)
M-1000 269 423 740 987 1,184 1,691 344 671 671
(1,185) | (1,861) | (3,258) (4,343) (5,212) (7,446) (1,512) (2,955) (2,955) i
M-1500 405 637 1,115 1,487 1,784 2,549 518 1,011 1,011
(1,785) (2,805) | (4,910) | (6,546) (7,855) | (11,222) | (2,280) (4,453) (4,453)
1-1500 689 1,099 1,923 2,564 3,077 4,395 893 1,744 1,744
(3,079) | (4,838) | (8466) | (11,288) | (13,546) | (19,351) | (3,932) (7,679) (7,679)
1-2000 934 1,468 2,570 3,426 4,112 5,874 1,193 2,331 2,331
(4,114) | (6466) | (11,315) | (15,086) | (18,104) | (25,862) | (5,254) | (10,263) | (10,263)

NOTES:

« Flows specified for clean water. A reduction should be applied according to the type and amount of solids removed. Consult our technical department.

o Minimum flow: 60% of rated flow. MSS design concentration 10,000 mg/!I.

« The dimensions and technical specifications may vary slightly due to normal product development by the engineering department of Toro Equipment SL
e Special mesh size of 1.5 mm, 2.5 mm and 3 mm are available on request. Ask for prices and delivery times.

¢ Request specifications sheet when ordering.

e You can find more specific figures in our website, www.toroequipment.com
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